


AH6
6.27m
2.76m
2.72m
2.72m
3.00m
2.65m
5.88m
2.39m

14.1m2
2.15m
0.35m

2500kg

AH7
7.47m
3.36m
2.72m
2.72m
4.80m
3.25m
7.08m
2.99m

21.2m2
2.15m
0.35m

3000kg

AH9
9.87m
3.36m
2.72m
2.72m
4.80m
3.25m
9.48m
2.99m

28.4m2
2.15m
0.35m

3750kg

AH4
5.07m
2.76m
2.72m
2.72m
3.00m
2.65m
4.68m
2.39m

11.2m2
2.15m
0.35m

2150kg

AH3
3.87m
2.76m
2.72m
2.72m
3.00m
2.65m
3.48m
2.39m
8.3m2
2.15m
0.35m

1800kg

External length overall
External width overall
Height overall
Leg height
Leg centres-length
Leg centres-width
Internal length
Internal width
Floor area (m2)
Ceiling height-internal
Foundations to �oor level
Empty building weight-
BS6767 Pt1

(12'x8')
AH3

(20'x8')
AH6

(24'x10')
AH7

(32'x10')
AH9

(16'x8')
AH4

SocketsLights HeatersKey:

Basic cabin sizes
(imperial equivalent)

Dimensions and weights

Design codes
BS 5268 Part 2 1996 Structural Use of Timber. Part 2.
BS 5950 Part 1 1990 Structural Use of Steelwork in Building. Part 1.
BS 6399 Part 1 1996. Loading for Buildings Part 1.
Code of Practice for dead and imposed loads. CP 3 Chapter V Part 2 1972.
Code of Basic Data for the Design of Buildings Wind Loads.

Anti-Vandal Hyjak Cabin 

Anti-Vandal Hyjak Cabins - freephone  0800 818283 

Construction Details

General
This unit is a fully welded steel box structure manufactured for 
office, canteen, toilet and shower units.

Base Frame
Manufactured from 76mm x 38mm rolled steel channel, cross 
bearers at 405mm centres welded to 100mm x 50mm side member 
channels. Floor bearers overlaid with 15mm exterior grade plywood.

Corner Pillars
Manufactured from 3mm pressed steel sections welded to top lift 
facility twistlock plates. Steel specification to BS 4360:43:A.
Tensile quality.

Side, Ends & Roof
Constructed from 1.6mm deeply profiled, mild steel, continuously 
seam welded at joints and corner pillars. Steel specification
to BS 1449:1983:Part1:HR 4

Steel Finish
All steelwork sprayed externally and internally to an average 
thickness of 75 microns (external), 40 microns (internal) with a one
coat hi-build anti-corrosive, self priming modified alkid (dove 
grey/teal blue).

Personnel Door
Manufactured using galvanised steel sheets with an integral rigid 
frame. Injected with eurathane foam for added strength and 
insulation to a high thermal value. Robust wearing anodised door 
furniture. 5 lever "Euro styled Lock Barrel" with internal lock and 
override for safety. Eight point locking system for additional security. 

Windows
3' x 3' anodised aluminium framing sliding window, both panes 
sliding (NB. number of windows can vary according to size and 
application).

Steel shutters
3mm high security double leaf hinged shutters secured with shoot 
bolts (top & bottom), operated from within the unit. 

Jack legs
Heavy duty stackable jacklegs (not on welfare units)

Ceiling
4mm white pre-finished plywood fitted onto 75mm x 50mm stud 
timbers at 600mm centres. Insulated with 40mm fibreglass slab.

Walls
As ceilings with 4mm washable (CSM 10) in lieu of white board 
with woodstain trim.

Flooring
Gerflor vinyl type floor covering.

Electrics
Surface mounted electrics.

These units are available in various sizes from 8' x 8' up to and 
including 40' x 12' and can be fitted out as offices, 
canteens, toilets, shower blocks etc. A range of optional extras and 
finishes are available. 

In accordance with the company policy of continuous product 
development and improvement, we reserve the right
to amend the design and specification without prior notice.

U values: Roof 0.25
Walls: 0.3
Floor: 0.25
Windows: 2.2


